SCHEDULE:
Specifications of LED display board for which CAMC is sought
   Size of the display Board: W x D>  6Mx 3M (approx.).

1. Resolution

	Pitch

	Visual
	>10 mm

	Physical
	>20 mm

	Pixel Density

	Visual
	> 9600  pix/sq mtr

	Physical
	> 2400 pix/sq mtr

	Total LEDs
	> 114500/ pix/sq mtr

	LED Density
	> 9600 LEDs/SQ-Mtr




2. Pixel Information
	Pixel Configuration
	2 Red + 1 Green + 1 Blue

	LED Life
	more than 100000 Hours

	Brightness
	> 7000 NIT (cd/ Sq-Mtr)

	Red LED Wavelength
	615-635nm

	Green LED Wavelength
	520-535nm

	Blue LED Wavelength
	464-475nm

	White Balance
	X > 0.33; Y> 0.33(5600oK)

(should be adjustable up to 9000oK)


3. Interface
	Signal Input
	Composite Video, DVI/S Video, 

	Controller
	PC based 

	Intensity Control
	Based on Ambient light

Based on Time

Manual

	File formats Supported
	JPEG, MPEG (1 &2 ), BMP,DAT, GIF, avi, mp4, mov and real video

	Networking
	Through LAN and WAN,

	Communication
	Should support optical fiber transmission and cable transmission


4. Viewing
	Horizontal Viewing Angle
	Between 130-160

	Vertical Viewing Angle
	Between 55-65

	Recommended Min Viewing
	> 15 Meters (approx)


5. Engineering

	Rear Case Material
	Aluminum Alloy with Powder Coated

	Ruggedness
	IP 65/ IP 66 Front & IP54/ IP 55 Rear

	Module Access
	Rear Access

	Louvers/Shades
	Replaceable


6. Environmental

	Temperature Range
	Operating 0 to 50oC**

	Humidity
	Operating 0 to 90%


7. Processing

	Data Processing
	>12 Bit

	Colors
	should be greater than 1 Billion 

	Refresh Rate
	> 360 Hz 


